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2'=6" MIN , 50'=0" MAX KEYED NOTES:
7'—0" MAX | \@ LANL SUPPORT SERVICES SUBCONTRACTOR
(SSS) WILL NUMBER (METAL STAMP) THE

FIRE HYDRANT AND VALVE BOX LID.

@ PAINT HYDRANT BONNET BLACK AND
ATTACH LABEL — CAUTION: NON—POTABLE
WATER, DO NOT DRINK.

[REQUIRED ONLY FOR HYDRANTS SERVED
BY NON—POTABLE WATER ON DEDICATED
e\ﬁ:/:wi GRADE FIRE LOOPS.]

CURB —|
\/\
POSITION 4 1/2”
PUMPER NOZZLE

AT RIGHT ANGLE
TO CURB

6" BLUE WARNING TAPE

VALVE BOX DRAWING DEVELOPED FOR ML-3
[SEE ST—G3010—1] PROJECTS. FOR ML—1/ML—-2,

ADDITIONAL REQUIREMENTS AND
QA REVIEWS ARE REQUIRED.

SEE TRENCH DETIAL
[ST—G30GEN—4]
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[SEE ST-G30GEN-2] T SUPPORT VALVE/FITTING ON UNDISTURBED
SRS EARTH OR CONCRETE BLOCK(S) L R ot oo 7 0 i R el
INSTALL TWO 1/2” TIE RODS AT 180° OR MEGALUG o S
RETAINER /RESTRAINT GLANDS WHEN JOINTS ARE
MECHANICAL OR PUSH—ON TYPE. USE MUELLER AQUAGRIP ADTS — ENGINEERING DIVISION
SYSTEM WITH PVC PIPING. (UL LISTED OR FM APPROVED) e
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